**NOTES**

**general**

No modification will be around the unassigned areas, 5 to 8 ft. minimum, will be provided to create the required working area. Ignited areas are per the drawing and notes. All documents shows (Proceedural & training).

**structural**

All reinforcing steel bars and cages are per the drawing and notes. All reinforcing steel bars are to be connected at the required points.

**mechanical**

All mechanical items are to be connected at the required points. All mechanical items are to be provided with labeled tags. All mechanical items are to be provided with the required materials.

**electrical**

All electrical items are to be connected at the required points. All electrical items are to be provided with labeled tags. All electrical items are to be provided with the required materials.

**Notes**

1. Major modification will be around the unassigned areas, 5 to 8 ft. minimum, will be provided to create the required working area. Ignited areas are per the drawing and notes. All documents shows (Proceedural & training).
10TH FLOOR PLAN

**General:**
- No modifications will be made to the ceiling trades around the stair area (unless specified).
- Convert the current title 'Computer suite' into 'COMPUTER TRAINING ROOM' by linking the wall around the area to signify and establish a meeting area for the exposed area.
- The contractor must check all the fire extinguishers on every floor.
- There must be access to toilet blocks, and there must be a fire extinguisher block in each toilet block.
- Drains passing beneath buildings and driveways must be clear of black cotton soil to a distance of at least 1m.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contract must be checked to ensure that all the drainage system complies with the specifications.
- All paved surfaces must be clear of black cotton soil to a distance of at least 1m.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
- The contractor must check the drainage system to ensure that the system complies with the specifications.
# SCHEDULE OF SYMBOLS

<table>
<thead>
<tr>
<th>SYMBOLS</th>
<th>DESCRIPTION</th>
<th>MOUNTING HEIGHT / REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>△</td>
<td>Twin Data/Voice Outlet</td>
<td>On metallic trunking at 300mm AFFL</td>
</tr>
<tr>
<td>📷</td>
<td>Access Control/Biometric Reader</td>
<td>1450mm AFFL</td>
</tr>
<tr>
<td>📷</td>
<td>CCTV Camera</td>
<td>Ceiling</td>
</tr>
<tr>
<td>📷 PTZ</td>
<td>PTZ Camera</td>
<td>Ceiling/Wall at 2750mm AFFL</td>
</tr>
<tr>
<td>📷</td>
<td>Wireless Access Point</td>
<td>Ceiling/Wall at 2750mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>Single Socket Outlet</td>
<td>On metallic trunking at 300mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>Standard Twin Socket Outlet</td>
<td>On metallic trunking at 300mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>Non-standard Twin Socket Outlet</td>
<td>On metallic trunking at 300mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>1 gang 1 way switch</td>
<td>1450mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>1 gang 2 way switch</td>
<td>1450mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>1200 x 300mm 36watt Ultra-thin LED panel light</td>
<td>Ceiling</td>
</tr>
<tr>
<td>🌐</td>
<td>200mm diameter (10watt) Flat LED recessed light fixture with aluminium body</td>
<td>Ceiling</td>
</tr>
<tr>
<td>🌐</td>
<td>Distribution Board</td>
<td>Inside purpose made duct at 1850mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>300 X 50mm Powder Coated metallic Trunking</td>
<td>On wall at 300mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>Data Cabinet</td>
<td>Free standing / Wall mounted</td>
</tr>
<tr>
<td>🌐</td>
<td>Self contained hanging exit sign</td>
<td>Hanging at 2750mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>TV Outlet</td>
<td>2750mm AFFL</td>
</tr>
<tr>
<td>🌐</td>
<td>AFFL</td>
<td>ABOVE FINISHED FLOOR LEVEL</td>
</tr>
</tbody>
</table>